
4-Zone Rotating Wheel Remote Control
Model No.: FUT006
● Dimmable and color temperature adjustable
● Individed 4-zone group lightng separately, no bulb qty limited
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4-Zone Dual White Remote Control
Model No.: FUT007
● Dimmable and color temperature adjustable
● Individed 4-zone group lightng separately, no bulb qty limited

4-Zone Touch Dual White Remote Control
Model No.: FUT091
● Dimmable and color temperature adjustable
● Individed 4-zone group lightng separately, no bulb qty limited
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4-Zone RGB+CCT Remote Controller
Model No.: FUT092
● Dimmable & color temperature adjustable, color changing & saturation control
● Individed 4-zone group lightng separately, no bulb qty limited
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(Sunset Version) Dual White Remote Control
Model No.: FUT093
● Dimmable and color temperature adjustable
● Compatible with reading, coffee and sunset mode, M1-M3 is for self-setting the mode

4-Zone RGBW Remote Control With Button
Model No.: FUT095
● RGB+W Color changing, brightness & saturation control
● Individed 4-zone group lightng separately, no bulb qty limited

4-Zone Touch RGBW Remote Control
Model No.: FUT096
● RGB+W Color changing, brightness & saturation control
● Individed 4-zone group lightng separately, no bulb qty limited

Touch RGB Remote Control
Model No.: FUT098
● Dimmable and color temperature adjustable, control distance 30m
● Individed 4-zone group lightng separately, no bulb qty limited
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FUT006 / FUT007 / FUT091 / FUT092
FUT093 / FUT095 / FUT096 / FUT098 3V(Sevtion 2 Battery) 2.4GHz

Model No.

Power Consumption: 6dBm
Standby Power Consumption: 20uA

Power Transmission FrequencyVoltage

GFSK

Modulation Method

30m

Control Distance

Remote Control Parameters

99-Zone
One remote can control many track lights at the same time 
or individually, totally up to 99-zone, up to 9999 lights.

Directions
Directions Adjustable with RF Remote.

RGB+CCT
Dimmable & Color temperature Adjustable, Color Changing 
& Saturation Control.

2.4GHz RF Transmission Tech
Low power consumption, long distance control, 
anti-interference, and high communication speed. 

Memory
You can save and choose RGB color, kelvin, brightness, 
saturation rate and the direction of the tracklights.

LCD Screen
With the LCD screen, you can see the color rate, kelvin, 
saturation rate, brightness clearly.

Dimmable & Color temperature Adjustable, Color Changing & Saturation Control. Directions Adjustable with RF Remote, Directions or 
Colors can be saved. 99-zone, Control Distance 30 Meters.

Remote Control for LED Tracklight

One remote can control many track lights at the same time 
or individually, totally up to 99-zone, up to 9999 lights.

Model No.: FUT090 Frequency: 2400-2483.5MHz

Mode: GFSK Power Consumption: 6dBm

Voltage:  4.5V(Sevtion 3 Battery)       Standby Power Consumption: 30uA

Control Distance: 30m    Size: 195mm*72.8mm*18.4mm
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