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This Panel Remote Controller is designed by a delicated and fashionable tempered glass 
panel; And we adopt a high precision Capacitive touch screen IC. Touch Screen is very 
stable; 2.4Ghz high RF wireless control with long distance controlling, low power 
consumption and high speed transmitting rate. This product has T series and P series, 
and the difference is the method of power supplying. Both series have 4 kinds: T1/B1 
4-zone Brightness dimming panel remote controller; T2/B2  4-zone CCT panel remote 
controller; T3/B3 4-zone RGB/RGBW panel remote controller; T4/B4 4-zone RGB+CCT 
panel remote controller. This product widely work on our smart LED Lighting, LED 
Controller and Smart panel controller, etc.

B1 / B2 / B3 / B4 3V (Sevtion 2 Battery)
Transmitting Power: 5.5dBm

Standby Power Consumption: 10uA

Model No. Power Input

30m

Control Distance

2.4GHz GFSK

Modulation Method

86*86*21mm

T1 / T2 / T3 / T4  AC90-120V / AC180-240V
Transmitting Power: 5.5dBm

Standby Power Consumption: 10uA
30m2.4GHz GFSK 86*86*33mm

SizeTransmission Frequency

Parameters 

Features
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4-Zone Single Color Panel Remote Controller
Model No.: B1 / T1
● Brightness Dimming

● Individed 4-zone group lighting separately, no bulb qty limited

● Adopt a hight precision capacitive touch screen IC, touch screen is very stable

4-Zone Dual White Panel Remote Controller
Model No.: B2 / T2
● Dimmable and color temperature adjustable

● Individed 4-zone group lighting separately, no bulb qty limited

● Adopt a hight precision capacitive touch screen IC, touch screen is very stable

4-Zone RGBW Panel Remote Controller
Model No.: B3 / T3
● RGB+W Color changing, brightness & saturation control,  9 modes switching

● Individed 4-zone group lighting separately, no bulb qty limited

● Adopt a hight precision capacitive touch screen IC, touch screen is very stable

4-Zone RGB+CCT Panel Remote Controller
Model No.: B4 / T4
● Dimmable & color temperature adjustable, color changing & saturation control
   9 modes switching
● Individed 4-zone group lighting separately, no bulb qty limited
● Adopt a hight precision capacitive touch screen IC, touch screen is very stable

The appearance is made of a pretty and 

fashionable glass panel
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