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() SKYDANCE | |
MADE FOR PROFESSIONALS DIM/CCT/ RG B/RG BW/RG B+CCT Light Type Setting
User need to sef the correct light type via the SET key before matching the RF remote control.

V5-S P long press the SET key to switch 5 light types sequentially, every long press 2s to switch one,
RF 5 CH Constcnt Voh.oge LED Conl.roller the LED indicator turns fo the corresponding color.
Light type DIM ccT RGB RGBW RGB+CCT

® 54in-1 function, for single color or color temperature, RGB, RGBW,
RGB+CCT LED strips.

o Maich with RF 2.4G single zone or multiple zone single color,
dual color, RGB, RGBW, RGB+CCT remote control.

® One RF confroller accept up to 10 remote control.

® 4096 levels 0-100% dimming smoothly without any flash.

® When using with RGB/RGBW /RGB+CCT light, built in 10 dynamic mode,
include jump or gradual change style.

o Autotransmitting function: Controller automatically transmit signal
to another controller to extend the remote control distance exponentially.

® Synchronize on multiple number of controllers.

® Connect with external push switch to achieve on/off, and brightness,
color tfemperature, RGB color adjustment function.

o light on/off fade time 3s selectable. N
® Reverse/Overheat profection. c € Ro H S ® ®

Technical Parameters

LED indicator color | white yellow red green blue

Note:
For RGBW light type, RGB channel and W channel can not be tumed on af the same time;
For RGB+CCT light type, RGB channel and CCT channel can not be turned on at the same time.

Wiring Diagram

® For RGB+CCT light (the LED indicator is blue)

PUSH  POWER
M INPUT
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CATRTGTETWIE]

D ouTPUT

Input and Output Dimming data Safety and EMC
Input voliage 12:24vDC Input signal RF 2.4GHz + PushDIM ENIEC 55015/ Push Switch
EMC standard ENIEC 61547-1/2
Input current 10.5A Control distance  30m (Barrierfree space) ETSIEN 301 489-1/-17 RGB+CCT remote I:I
Output voltage 5x(12-24)VDC Dimming gray scale 4096 (2712) levels Safety standard EN 61347-1/-2
Output current 5CH,2A/CH Dimming range 0-100% ETSI B 2 AC100-240V o)
Radio equipment SI EN 300 328 - e Power Supply e L RGB+CCT LED LED stri
Output power 5X(24-48)W Dimming curve Logarithmic ETSI EN 300 440 - Lo 12-24VDC o o P
Constant Voltage
Environment PWM frequency  2KHz(default) Certification CE RoHs 9
Operation femperature Ta:-20°C~+55°C  Warranty and Protection Package
Case f ture (Max.)  Te: +77°C Warran 5 Si L60 x W60 x H40
ose femperolure (Max.) Te v yeors = * kel ® For RGBW light (the LED indicator is green)
IP rating P20 Protection Reverse polarity, Over heat Gross weight 0.043kg

Mechanical Structures and Installations

56.00mm
42.50mm

LED indicator

° O

PUSH  POWER
M INPUT
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Match/Set key

RF antenna V5.SP
RF LED Controller \

Uin = 122000 24G

Uout= 12-24) LIGHT TYPE
lout = 5CH, 2A/CH [om
Temp Range: -20°C~+55°C

v Push Switch
: R
0.5-2,0mm: c € RoHS e ls] .
57 o RGB+CCT| B
PUSH  POWER 177°C 5.00mm
DIM__INPUT @ — LEDOUTPUT 0O

RGBW remote I:I
Push switch inpui [P oWI[V-[v] (- [R [ G [E [W[E] utput Cold White LED - .
Push switch common Output Warm White LED - AC100-240V

Power input - L :f Output Blue LED - 50.00mm - e Power Supply e é
- ‘o 12-24VDC o+ 3

Power input +
P Output Green LED - Constant Voltage

Output Red LED -

Note: The mounting ear on both sides can be broken along the indentation,

o X 56.00mm
to suit different mounting needs. w
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Installation rack

L
U
38.50mm

+ 20 os

RGBW LED LED strip

i

LED output +

18.00mm
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® For RGB light (the LED indicator is red) Push Switch Dimming

The push switch interface can be connected to push panel switch or push button for dimming.
It is recommended that the number of controllers connected 1o the same push switch does not exceed 25,
and the length of the connecting wire does not exceed 20m.

SET
LIGHT TYPE
W

)

[Rae-ccTB]

LED OUTPUT

PUSH  POWER
oM

1. DIM light:
o Short press: Turn the light on or off.

Push Switch @ Long press (1-6s): Continuously increase or decrease the brighiness, long press again after each release,
the brightness changes in the opposite direction, dimming range 1%-100%.

® Double-click: Switch between 10% and 100% brightness.

RGB remote
2. CCT light:
ACI 0-0_240\/ Lo Power Supply o] op . o Short press: Turn the light on or off.
-Fﬂ 12-24VDC o oi  RGBLED strip e long press (1-6s): Adjust the brightness by default, long press again after each release,
Constant Voltage the brightness changes in the opposite direction, dimming range 1%-100%.

® Double-click: Swiich three color temperatures in sequence (warm white - neutral white - cool white].

At the same time, it enters the state of adjusting color temperature by long press,

e For CCT light (the LED indicator is yell
or ight (the indicator is yellow) and automatically exits the state of adjusting color temperature after 5s of no operation.

SET
LIGHT TYPE

3.RGB light:
@ Short press: Turn the light on or off.

N

[res+cctls]

PUSH  POWER
DM INPUT

LED QUTPUT
TRTeTe[wlc]

e long press (1-6s): Adjust the brighiness by default, long press again after each release,
the brightness changes in the opposite direction, dimming range 1%-100%.
@ Double-click: Switch between color light (RGB) and mixed white light (50% saturation).
At the same time, it enfers the stafe of adjusfing color or saturation by long press,

Push Switch

and automatically exits the state of adjusting color or saturation after 5s of no operation.

CCTremote CCT LED strip ‘
AC100-240V 4.RGBW light:
=. j Po]v;_e;f\;lggy : CCT LED strip ‘ o Short press: Turn the light on or off.

® Long press (1-6s): Adjust the brightness by default, long press again after each release,
the brightness changes in the opposite direction, dimming range 1%-100%.
® Double-click: Switch between color light (RGB) and white light.
At the same time, it enfers the state of adjusting color or white light brightness by long press,
and automatically exits the state of adjusting color or white light brightness affer 5s of no operation.

Constant Voltage

o For DIM light (the LED indicator is white)

o O
s
usHTTYPE
-
ez x|
Fes-cels]

5. RGB+CCT light:
o Short press: Turn the light on or off.

LED OUTPUT

v

o Short press(1-6s): Adjust the brightness by default, long press again after each release,
) t the brightness changes in the opposite direction, dimming range 1%-100%.
Push Switch . ) ]
 Double-click: Switch between color light (RGB) and color temperature.
|:| m— ] At the same time, it enters the state of adjusting color or color temperature by long press,
DIM remote .+ Single color LED strip ‘ and automatically exits the state of adjusting color or color temperature affer 5s of no operation.
L]
AC100-240V :

P Suppl - . .
='_<j C;VZV?QrA\l/JSEy : qw, Single color LED strip ‘ On/Off Fade Time Setting

Constant Voltage

Press and hold the SET key for 10s to restore the default parameters,
factory default parameters: RGB+CCT light type, 100% brightness, light on/off fade time is O.5s.
Press and hold the SET key for 15, the light on/off fade time is set fo 3s.

Wire preparation: 0.5-2.0mm?

1. The wiring can be solid or stranded with a cross-sectional area of 0.5 to 2.0 mm2.
Conventional 1mm? can withstand 10A output current.

2. When wiring is installed, the terminals must be tightened.If they are not tightened, the contact point resistance
will be too high and the terminals will easily burn due to heat when used at full load for a long time.

6-7mm

Note: The output power of a constant voltage power supply should be af least 1.2 times that of the output load (light sfrip),
otherwise the full power output of the load can easily cause automatic flickering or shaking of the light.
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Match with RF Remote Control(Two ways of matching)

There are two ways to maich/delete:

Use match key

Martch:

Short press maftch key,

immediately press on/off key (single zone remote)
or zone key [multiple zone remote) of the remote,
The indicator blinks means match is successful.

Delete:
Press and hold match/set key for 5s to delete all match,
The LED indicator blinks means all matched remotes were

delefed.

Use Power Restart

Match:

Switch off the power, then switch on power, repeat again.

Immediately short press on/off key (single zone remote|
or zone key (multiple zone remote) 3 times on the remote.
The light blinks 3 times means match is successful.

Delefe:

Switch off the power, then switch on power, repeat again.

Immediately short press on/off key (single zone remote|
or zone key (multiple zone remote) 5 times on the remote.
The light blinks 5 times means all matched remotes were

delefed.

Dynamic Change Mode (Recalled by RF remote control)

Used for RGB/RGB+W:

No. Name No. Name
1 RGB jump 6 RGB fade in and out
2 RGB smooth 7 Red fade in and out
3 6 color jump 8 Green fade in and out
4 6 color smooth 9 Blue fade in and out
5 Yellow cyan purple smooth 10 White fade in and out

Used for RGB+CCT:

No. Name No. Name
1 RGB jump 6 RGB fade in and out
2 RGB smooth 7 Red fade in and out
3 6 color jump 8 Green fade in and out
4 6 color smooth 9 Blue fade in and out
5 Color temperature smooth 10 White fade in and out

Installation Precautions

. The products shall not be stacked, the distance should be > 20cm, so as not fo affect lifespan of the products

due fo poor heat dissipation.
2. The product shall not be installed close fo the switching power supply with an interval of > 20cm to avoid radiation interference
of the switching power supply.

3. The installation height shall be > Tm from the floor to avoid shortening remote control distance due to too weak reception signal.

. The products are not allowed to be close to or covered by metal objects, with an interval of > 20cm to avoid signal attenuation
and shorten the remote distance.

5. Avoid installation at the corner of the wall or the corner of the beam, with an inferval of > 20cm to avoid signal inferference.
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