
● Dimmable and color temperature adjustable
● Individed 4-zone group lightng separately, no bulb qty limited
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● Dimmable and color temperature adjustable
● Individed 4-zone group lightng separately, no bulb qty limited

● Dimmable and color temperature adjustable
● Individed 4-zone group lightng separately, no bulb qty limited
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● Dimmable & color temperature adjustable, color changing & saturation control
● Individed 4-zone group lightng separately, no bulb qty limited
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● RGB+W Color changing, brightness control
● Individed 4-zone group lightng separately, no bulb qty limited

● RGB+W Color changing, brightness control
● Individed 4-zone group lightng separately, no bulb qty limited

● RGB Color changing, brightness control
● Control distance 30 meters
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FUT006 / FUT007 / FUT091 / FUT092
FUT093 / FUT095 / FUT096 / FUT098 3V(Sevtion 2 Battery) 2.4GHz

Model No.

Power Consumption: 6dBm
Standby Power Consumption: 20uA

Power Transmission FrequencyVoltage

GFSK

Modulation Method

30m

FUT090 4.5V(Sevtion 3 Battery) 2.4GHz
Power Consumption: 6dBm
Standby Power Consumption: 30uA GFSK 30m
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53mm

110.5m
m

22mm

52.5mm

120m
m

21mm

OFF

52.5mm

120m
m

21mm

72.8mm 18.4mm

195m
m

EDIT

ON

1 2 3 S

4 5 6 0

7 8 9 M

OFF

SHIFT

Dimmable & color temperature adjustable, color changing & saturation 
control. Directions adjustable with RF remote, directions or colors can be 
saved. 99 zones, control distance 30 meters.

99-Zone

Directions Adjustable 

RGB+CCT

2.4GHz RF

Memory

LCD Screen

Adopt world-wide used 2.4GHz frequency, GFSK control method, with the features of low power consumption, 
long distance transmitting, strong anti-interference and fast comunication rate; can control specified Mi-Light smart light with 
color, color temperature, saturation and brightness changing.

RGB+CCT
16 Millions of colors to choose

Color temperature
adjustable

Dimmable 
Saturation control

2.4G RF wireless transmission
technology

3V(Sevtion 2 Battery) 2.4GHzFUT089

Model No.

Power Consumption: 6dBm
Standby Power Consumption: 20uA

Power Transmission FrequencyVoltage

GFSK

Modulation Method

30m

Control Distance

153m
m

47mm 19mm

8-Zone Area
Each zone no qty limited bulb
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Model No.: FUT006
4-Zone Rotating Wheel Remote Control

Model No.: FUT007
4-Zone Dual White Remote Control

Model No.: FUT091
4-Zone Touch Dual White Remote Control

Model No.: FUT092
4-Zone RGB+CCT Remote Controller

Model No.: FUT095
4-Zone RGBW Remote Control With Button

Model No.: FUT096
4-Zone Touch RGBW Remote Control

Model No.: FUT098
Touch RGB Remote Control

Remote Control Parameters 

Model No.: FUT090
Remote Control for LED Tracklight

8-Zone RGB+CCT Remote Control
FUT089

Features
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